
Our Bury heritage lanterns have 
a classic mid-century design with 
the latest energy-saving LED 
technology. Crafted using locally 
sourced materials in the UK, which 
ensures not only exceptional quality, 
durability, and performance but 
also a reduced carbon footprint.

• �Market-leading 12-year warranty

• �Compatible with all leading CMS

• �Vandal resistant IK10+ design

• �1-14,000 lumens (8-105W)

• �2700K, 3000K, 4000K
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Specification
• �A timeless classic heritage luminaire 

available in two sizes

• �Comprehensive range of lumen packages 
to P2-P5 lighting classes 

• �Recommended mounting height 4-8 metres 
(Small) or 8-12 metres (Large)

• �Select from Performance LED, Performance 
COB, Comfort COB, and Braun Gast Effect 
light engines 

• �Salt water tested

• �Lumen range: 1,000-14,000 lumens 

• �Colour Temperature: 2700K, 3000K, 4000K

• �Lifetime: L90 Lifetime Estimate 
(Hours) 100,000

• �Operating Temperature: -20°C to +50°C

• �Certification: CE, UKCA, Triple E

Materials
• �Body: Aluminium 
• �Optic bowl: Frosted or clear UV 

stabilised polycarbonate  

Mounting
• �Suspended from 1.25” BSP stainless 

steel spigot
• �Quick release option available

Power and control
• Compatible with all leading CMS
• Miniature photocell
• Part-night switching
• Pre-programmed dimming
• �Driver: Stand-alone and remote 

dimming protocols (DALI)
• Drive Current Range: < 950mA
• Voltage: 230V – 50Hz
• Surge protection: 10kV (Standard)

Finish
• �Polyester powder coat

Colour
• �RAL 9005 Black
• �Other RAL colours available on request

Durability
• �Ingress Protection: up to IP66
• �Impact Resistance: IK10++

Colour Rendering Index
• �70 or 80Ra

Max Luminaire Efficacy
• �140lm/W


