
Built for environments demanding durability 
and performance, the Serifa Square is a highly 
vandal-resistant luminaire secured with tamper-
proof screws. It delivers exceptional energy 
efficiency and features a low flicker, adjustable 
LED driver for optimal performance. With 
replaceable LEDs, it’s engineered to endure 
the toughest conditions while providing 
superior lighting quality.

• �High impact vandal-resistant IK10++ design

• 3000K or 4000K

• �Dimmable and integral three-hour duration 
emergency options available, including 
self-test, wireless and dynamic lighting

• �Various colour and light output option

• �Available from stock
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Serifa Square

Lumen Range (Lumens)
• �1,013 - 3,170

Colour Rendering Index
• �80Ra

Bulkhead Specification
• �Anti-vandal illuminated bulkhead

• ��Ideal for communal areas, stairwells,
underpasses, and car parks which require
robust luminaires

Materials
• �Body: 1.2mm zinc coated steel
• �Glazing: 4mm opal polycarbonate

Colour Temperature
• �3000K or 4000K

Electrical Specification
• �Output Power (Watts): 9-30

• Electrical Class: Class 1

Certification
• �CE, UKCA

Mounting
• �Rear cable entry (standard)

• �Side entry available upon request

• �Removable gear tray

Control
• Integral emergency
• Pre-programmable driver
• 3-hour emergency
• Bluetooth
• DALI
• Microwave sensor

Finish
• �Polyester powder coat

Colour
• �RAL 9003 White  • �RAL 9005 Black
• �RAL 7016 Grey • �Other RAL colours on request

Operating Temperature
• �-30˚C to +50˚C

Warranty
• �5 years (standard)

Durability
• �IP54 Ingress Protection
• �IK10++ Impact Resistance

Max Luminaire Efficacy
• �<120lm/W

IK

10+
IP

54
CLASS

1

30
0m

m

95mm

300mm

Weight 2.5kg

Se
pt

em
be

r 2
4


